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- כל המידות במילימטרים )אלא אם צויין אחרת(

מאפיינים עיקריים
 	IP 68 מנגנון אטום לחלוטין לחדירת מים
 	50°C (T50( טמפרטורת עבודה
 	16BAR (MAP16( :לחץ עבודה מקסימלי
סוללות מובנות ל-15 שנות עבודה רציפה	 
בעל משדר פנימי לקריאה מרחוק	 

מפרט ביצועים
1"1"3/4"1/2נתוני יצרן  1/2"

Q4ספיקת מקסימוםm³/h3.1255.07.87520
Q3ספיקה נומינליתm³/h2.54.06.316
Q2ספיקת מעברL/h5812.632
Q1ספיקת מינימוםL/h3.1357.8820
QSספיקת תחילת מדידהL/h11.62.56.4

Q1/Q3יחס מדידהR800800800800

iPERL
R 800 מד מים ביתי אלקטרומגנטי

פברואר 2020

תקינה
 	MID 2014/32/EU בעל אישור תקן אירופאי
אישור מי שתיה תקן ישראלי ת"י 5452	 
אישור דגם רשות המים	 

עקומת דיוק עקומת הפסד עומד 
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Always accurate -              
the concept of iPERL

Sensus iPERL offers unrivalled, sustained R800 
measurement accuracy for all sizes from DN15 
to DN40 over its expected 15 year operational 
life when used for clean potable water:

• Operating ambient temperature range of  
+60 °C down to -15 °C, provided that a 
minimum water flow rate of 100 litre / hour is 
ensured to prevent freezing

• A water temperature range of  
+0.1 °C to +50 °C (70 °C special variant)

• Water conductivity down to 120 µS / cm

• Water pressure up to 16 bar 

• As a special version available with ATEX 
approval 

Unlike other solid state meters, iPERL uses 
remanent magnetic field technology which provides 
a linear measurement range even down to very low 
flow rates. The magnetic field acting on the water 
flowing through the flow channel generates an 
electrical voltage; this is proportional to the velocity 
of the water (principle of magnetic-inductive flow 
measurement). 

electrode

magnetic �eld M

Width d

Emf = M * d * v

(Emf = Electromotive force)

Flow velocity v

Approvals

EC Design-examination Certificate 

in conformity with

• 2014/32/EU (MID)

• 2014/53/EU (RED)

• OIML R49:2013

• EN14154-4:2014

• ISO 4064:2014

Drinking water approvals:

KTW/DVGW (D) ACS (F)

WRAS (UK) KIWA (NL)
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Measuring accuracy

Typical pressure loss curve
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Technical data

Nominal size DN
DN (mm)

15 20 25 32 40

Permanent flowrate Q3 m3/h 2.5 4 6.3 10 16

Starting flowrate l/h 1 1.6 2.5 4 6.4

Ratio “R” Q3/Q1 R 800

Maximum flowrate Q4 m3/h 3.125 5 7.875 12.5 20

Minimum flowrate Q1 l/h 3.13 5 7.88 12.5 20

Transitional flowrate Q2 l/h 5 8 12.6 20 32
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אלקטרומגנטי

 טווח מדידה
R800

סוללה ל-15 שנים
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ינואר 2020- כל המידות במילימטרים )אלא אם צויין אחרת(

טכנולוגיית מדידה חדשנית
טכנולוגיית שדה מגנטי שיורי, מאפשרת תחום מדידה לינארי, אפילו בספיקות נמוכות במיוחד.

המדידה מתבצעת באמצעות השראה מגנטית: השדה המגנטי פועל על המים הזורמים דרך תעלת 
הזרימה מייצר מתח חשמלי; מתח זה יחסי למהירות זרימת המים.

מידות

 g גובה H  גובהB  רוחבL  אורךקוטר
משקל ק"גלצורך פירוק

1/2"16590120260.88
3/4"19095120260.93
1"260110138401.65

1 1/2"300110138401.75

אלקטרודה

M שדה מגנטי

d רוחב

v מהירות זרימה
Emf = M * d * v

(Emf = אלקטרומניע) כוח

IPERL
R 800 מד מים ביתי אלקטרומגנטי


